
Luminaire
Code KEM LWW 54
Name Kepler Mini 77W
Measurem.
Code KM052019
Name Kepler Mini 77W

Luminaire Flux     3965.00 lm Luminaire Power  77.00 W Efficacy    51.49 lm/W Efficiency 100.00%

Lamps Flux     3965.00 lm Maximum value 222.84 cd/klm Position C=200.00 G=2.00 CG Asymmetrical

Rectangular Luminaire Length 840 mm Width 840 mm Height 330 mm
Rectangular Luminous Area Length 840 mm Width 840 mm Height 330 mm

2m 002772.0°081 enalP no aera gnittimE2m 006507.0aerA suonimuL latnoziroH
2m 002772.0°072 enalP no aera gnittimE2m 002772.0°0 enalP no aera gnittimE
2m 666934.0°67 ta aera eralG2m 002772.0°09 enalP no aera gnittimE

lacirtemmysAepyT yrtemmySGCmetsys etanidrooC
081elgnA ammaG mumixaM0002-10-72etaD

ml 00.5693xulF tnemerusaeM00.0 ecnatsiD tnemerusaeM

Operator V 00.032]V[ egatloV ecruoS
]A[ tnerruc ecruoSC° 00.52erutarepmeT

llecotohP% 00.06ytidimuH
Notes

Luminaire Lamps
yt.Q]W[ .woP]ml[ xulFemaNedoCeniL

100.77 00.5693deLdeL

12B0405 NID D001   98   48   36   53.E.I.C
6 ZBNBN BT 11.0 + H 98.0ETU F

50

50

100

150

200

250

0° 15° °03°5130°

45°45°

60°60°

75°75°

90°90°

105°105°

120°°081°021

 cd/klm 

Angoli Gamma

0

180

90

270

 840mm x 840mm

Semipiani C
180.0 0.0
270.0 90.0

ULOR 11.49 %

DLOR 88.51 %

RN 11.49 %

 - www.nemolighting.com


