LA ROCHE

Le Corbusier

Von der Villa La Roche, einem Zeugnis puristischer Architektur, hat
ihren Namen von der ersten Wandleuchte, die Le Corbusier 1925 fiir
die Beleuchtung der groflen Fenster des Gebaudes entworfen hat.
Nemo nimmt sie auf und unterstreicht ihre Leichtigkeit und
Funktionalitat: La Roche besteht aus einem schwarzen Metallgestell
und einem opalen Glasdiffusor, der flir eine homogene und

harmonische Beleuchtung sorgt.
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INDOOR IP20

LAMPING
Source

Total power
Emission
Switching
Tension

Color temperature
Luminous flux
Typ CRI

IP class
Materials
Notes

Net lamp weight

Codes
ROC LDW 31
ROC LNW 31

PACKAGE
Package 01

Certificazioni

NEMO

[J|C€ AL €8

LED board

10W

diffused
dimmable TRIAC
230V

2700K

925Im

85

20

aluminum
available also in 120V, grey RAL7046, black RAL7021.

Suggested dimmer: VIMAR 14136.1 (dimming range: from
~45% to 100%)
2 kg

Structure

grey
black

Dimension: 20x15x40 cm / Gross weight: 2,5 kg
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OUTDOOR IP45

LAMPING
Source

Total power
Emission
Switching
Tension

Color temperature
Luminous flux
Typ CRI

IP class

Notes

Codes
ROC LDW 33
ROC LNW 33

PACKAGE
Package 01

Certificazioni

(7] 8

NEMO

LED board

10W

diffused
dimmable TRIAC
230V

2700K

925Im

85

45

also available 120V, grey RAL 7046, black RAL7021.

Suggested dimmer: VIMAR 14136.1 (dimming range: from
~45% to 100%)

Structure

grey
black

Dimension: 20x15x40 cm / Gross weight: 2,5 kg
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