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Installation :

Project number : Zirkol C HOME 1m 930

Customer : NEMOstudio

Processed by : NEMOstudio

Date : 03.06.2020

The following values are based on precise calculations performed on calibrated lamps and luminaires, and their configurations, whereby 
gradual, unavoidable deviations can occur in practice. All guarantee claims are excluded for the specified data. 

This exclusion of liability applies irrespective of the legal grounds for both damages and consequential damages suffered by users and third 
parties.

Zirkol C HOME 1 m 930

NEMO Studio ꞏ Lungo Dora P. Colletta, 113/9 ꞏ 10153 Torino (Italy);
tel (39) 011 765 73 01; NEMOLIGHTING.COM



1 Luminaire data

1.1 NEMOstudio, Zirkol C HOME 1m (BZRC1610G15W__)

1.1.1 Data sheet

Object
Installation
Project number
Date

:
:
:  Zirkol C HOME 1m 930
:  03.06.2020
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Manufacturer: NEMOstudio

BZRC1610G15W__            Zirkol C HOME 1m

: 63,13 lm/W
A40  100.0%   0.0%  :

: 44 76 95 100 109
: 17.5 / 18.7
: 45 W
:

Luminaire data 

 Luminaire efficacy 
Classification
CIE Flux Codes 
UGR 4H 8H Power
Luminous flux

Dimensions
: Ø1000 mm x 50 mm

Equipped with
Quantity : 1
Designation : LED
Colour : 2950K
Luminous flux : 2841 lm
Colour reproduction : 93



1.1 NEMOstudio, Zirkol C HOME 1m (BZRC1610G15W__) 
1.1.2 LDC

Object
Installation
Project number
Date

:
:
:  Zirkol C HOME 1m 930
:  03.06.2020
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C0 C90 C180

0° 343 343 343

5° 346 351 346

10° 336 343 336

15° 328 339 328

20° 313 326 313

25° 304 318 304

30° 287 303 287

35° 272 290 272

40° 253 272 253

45° 232 254 232

50° 214 238 214

55° 186 209 186

60° 164 189 164

65° 136 163 136

70° 107 132 107

75° 76 98 76

80° 43 61 43

85° 14 25 14

90° 1 1 1

cd / 1000 lm

C0 / C180 C90 / C270

Manufacturer
Order number
Luminaire name
Equipment
Dimensions
File name

: NEMOstudio
: BZRC1610G15W__
: Zirkol C HOME 1m
: 1 x LED 45 W / 2841 lm
: D 1000 mm x H 50 mm
: BZRC1610G15W__.LDT

Luminaire efficacy 
Light distribution 
Beam Angle

: 63,13 lm/W (A40)
: sym. to C0-C180 / C90-
C270 : 114.8° C0-C180
  125.1° C90-C270



1.1 NEMOstudio, Zirkol C HOME 1m (000)

1.1.3 Cone diagram

Object
Installation
Project number
Date

:
:
:  Zirkol C HOME 1m 930
:  03.06.2020
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Offset [m] Illuminance [lx]Cone width [m]

C0-C180 Plane C90-C270 Plane

3.0 9.39 | 11.56 108.4

6.0 18.77 | 23.12 27.1

9.0 28.16 | 34.68 12.0

12.0 37.55 | 46.24 6.8

15.0 46.93 | 57.80 4.3

Note: The illuminance is calculated with I(gamma=0)!

Manufacturer
Order number

: NEMOstudio : 
BZRC1610G15W__

Luminaire name : Zirkol C HOME 1m
Equipment
Dimensions
File name

: 1 x LED 45 W / 2841 lm
: D 1000 mm x H 50 mm
: BZRC1610G15W__.LDT

Luminaire efficacy 
Light distribution 
Beam Angle

: 63,13 lm/W (A40)
: sym. to C0-C180 / C90-C270 
: 114.8° C0-C180
  125.1° C90-C270




